
Features:

Selective actuation switch allows for either sequential or contact nailing with the simple flip of a switch
Steel tool-less depth of drive dial adjusts for flush fastening in various materials
Cylinder valve drive system for rapid response and increased durability
Side load magazine for fast and easy re-loads
Open nose design for easy nail removal
Plastic shield deflects wire collation for added safety
Long lasting rubber grip for added comfort
Lightweight at 8.2 lbs and well-balanced for easy maneuverability
Download the NV83A4 Tool Card

Includes:

Safety Glasses

Specifications
Collation Wire 
Nail Length 2" - 3-1/4" 
Nail Diameter .099" - .131"
Nail Capacity 200-300
Magazine Angle 16 Degree 
Nail Loading Side 
Operating Pressure 70-120 PSI 
Tool-less Depth Adjustment Yes 
Selective Actuation Switch Yes 
Adjustable Exhaust No
Dimensions: Length 12-13/32"
Dimensions: Width 5-13/32" 
Dimensions: Height 13-11/16" 
Weight 8.2 lbs
Warranty 5-Year 

NV83A4 3-1/4" Coil Framing Nailer

Includes:
Safety Glasses

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/default-album/nv83a4_side_new.jpg?sfvrsn=d61e3666_4
http://www.hitachipowertools.com/docs/default-source/tool_cards/ic133_tool_cards_2014_nv83a4.pdf?sfvrsn=2
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