
Features:

26.9 cc commercial grade  engine provides powerful performance, durability and reduces fuel consumption 
Features PureFire low emission 2-stroke engine technology
Solid steel upper and lower drive shaft for better performance and durability
Quickly and easily converts to one of four optional attachments (edger tool, articulating hedge trimmer tool, pole saw tool and mini cultivator)
S-Start effortless and reliable starting system reduces the force needed to start the engine 
Anti-vibration system for comfortable user operation
Ignition control system to reduce fuel consumption
5" Tap & Go trimmer head provides hassle-free operation and holds 13 feet of .095" co-polymer cutting line
Lightweight (11.7 lbs) & well-balanced for easy use and maneuverability
Protective cover shields the fuel tank from wear and tear
7-year consumer use, 2-year commercial use, 1-year rental use warranty
Download the TCG27EBDP Hang Tag

Includes:

Box Wrench       
4mm Hex Bar Wrench
Safety Glasses

Optional:

Articulating Hedge Trimmer Attachment (SF-HT)
Mini-Cultivator Attachment (SF-MC)
Portable Edger Attachment (SF-PE)
Pole Saw Attachment (SF-PS)

Specifications
Engine Type 2-Stroke 
Displacement 26.9 cc
Fuel Tank Capacity 17.6 fl. oz. 
Starting System S-Start
Max Power 1.2 HP

TCG27EBDP 26.9 cc Split-Boom Grass Trimmer

Includes:
Box Wrench       
4mm Hex Bar Wrench
Safety Glasses

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/products-album/tcg27ebdp_450x450.jpg?sfvrsn=bdc72566_7
http://www.hitachipowertools.com/us/main-navigation/tanaka?category=/tanaka/grass-trimmers/attachments&title=SF-PE++Edger+Attachment
http://www.hitachipowertools.com/us/main-navigation/tanaka?category=/tanaka/grass-trimmers/attachments&title=SF-HT++Pole+Hedge+Trimmer+Attachment
http://www.hitachipowertools.com/us/main-navigation/tanaka?category=/tanaka/grass-trimmers/attachments&title=SF-PS++Power+Tree+Pruner+Attachment
http://www.hitachipowertools.com/us/main-navigation/tanaka?category=/tanaka/grass-trimmers/attachments&title=SF-MC++Mini+Cultivator+Attachment
https://www.metabo-hpt.com/docs/default-source/tool_cards/ope118-tanaka-hang-tag-tcg27ebdp.pdf?sfvrsn=c7c70166_2
#


Carburetor Walbro
Nylon Head 5" Tap & Go
Piston Ring 2 pc
Handle Loop
Gear Case BB 4 pc
Ignition Control System Yes
Clutch Lining Yes
Fan Case Material Aluminum
Shaft Bushing Type 6 Metal
Gear Case Ball Bearings 4
Spindle Lock Yes
Sound Pressure 86 db(A)
Vibration Level 3.4 m/s2
Dry Weight 11.7 lbs (fully assembled) 
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