
Features:

Compact design fits easily into tight spaces
Two-piece magnet motor produces 400 in/lbs of torque to power through the toughest jobs
1/2" keyless chuck allows for quick and easy bit changes
Two-speed transmission controlled by a one-touch speed knob allows for a choice between 0-400 or 0-1,200 RPMs
Belt hook with integrated bit holder saves time and adds convenience
1.4 Ah batteries allow for longer run time and fewer battery changes
22-stage clutch for high torque and/or precision driving
Soft non-slip elastomer grip for increased user comfort and safety
Download the DS18DVF3(M) Tool Card

Includes:

(2) 18V 1.4Ah NiCd Batteries
Quick Charger
Carrying Case
Phillips Head #2 Driver Bit

Specifications
Voltage 18 

Chuck Size 1/2" Keyless 

Max Torque 400 in/lbs 

No-Load Speed 0-400/0-1,200 RPM

Clutch Stages    22+1 

Tool Length 7.75"

Weight 4.4 lbs

DS18DVF3(M) 18V Driver Drill (1.4Ah)

Includes:
(2) 18V 1.4Ah NiCd Batteries
Quick Charger
Carrying Case
Phillips Head #2 Driver Bit

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/default-album/ds18dvf3(m)_side_newae6d588878656e40a3ccff00003019ae.jpg?sfvrsn=20083666_3
http://www.hitachipowertools.com/docs/default-source/tool_cards/ic133_tool_cards_2016_ds18dvf3(m).pdf?sfvrsn=2
#


Weight 4.4 lbs

Bit Holders 2

Battery Amp Hour 1.4Ah

Charger- Volts Accepted 9.6V - 18V

Charging Time 1.4Ah = 35 min

Warranty- Tool Body 5-Year

Warranty- NiCd Battery 1-Year
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