
Features:

9.5 Amp motor, forcible output power (1,900W) for the toughest grinding jobs
Without locking switch
Large easy to use paddle switch provides greater tool flexibility
Overload durability means greater tool reliability and longer tool life 
Tool-less wheel guard can be adjusted to desired angle
Specially sealed armature coil designed to reduce ingested debris and prolong tool life
Removable multi-position side handle improves control and comfort
Carbon brush access allows user to replace brush as needed to greatly prolong the life of the tool
4.2lbs, lightweight design facilitates maneuverability and is excellent for overhead applications
Download the G12SE2P9 Tool Card

Includes:

Wheel Guard (311745)
Side Handle (318322)
Spanner Wrench (938332Z)
Abrasive Depressed Center Wheel (1pc) (727538B10)

Specifications
Amps 9.5 

Wheel Diameter 4-1/2"

Spindle Thread 5/8" x 11 

No-Load Speed 10,000 RPM

Switch Type Paddle

Lock-On Switch No

Overall Length 12.6"

G12SE2P9 9.5-Amp, AC/DC 4-1/2" Non-Locking Paddle Switch Angle Grinder

Includes:
Wheel Guard (311745)
Side Handle (318322)
Spanner Wrench (938332Z)
Abrasive Depressed Center Wheel (1pc) (727538B10)

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/default-album/g12se2p9_angle_new.jpg?sfvrsn=7d3b3666_3
http://www.hitachipowertools.com/docs/default-source/tool_cards/ic133_tool_cards_2012_g12se2p9.pdf?sfvrsn=2
#


Overall Length 12.6"

Weight 4.2 lbs
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