
Features:

Covered by Hitachi's Lifetime Lithium Ion tool warranty
Tool body compatible with Hitachi 18V Lithium Ion slide-type batteries (sold separately) for fade free power, less weight and 3x the total battery life of
traditional NiCd batteries
Brushless motor technology for higher efficiency, increased run time and longer tool life
3-Mode selector w/ auto mode- operates up to 2,500 SPM for convenience in performing with various applications
Delivers an impressive stroke length of 1-17/64" for convenience in performing various applications
LVH (Low Vibration Handle) with soft grip ensures a high vibration absorbing effect for added user comfort
Tool-less blade changing system allows for quick replacements and reduced downtime
Tool-less shoe adjustment system for depth of cut control and extended blade life
Large rafter hook convenient for temporarily hanging tool on wood beam or pipe when not in use
On-tool LED light to illuminate dimly lit work areas
On-tool battery indicator helps to monitor the status of the battery and reduce downtime
Slim body makes the tool easier to grip for enhancing operating efficiency
Lightweight design at 6.0 lbs makes maneuvering on the job even easier
Download the CR18DBLP4 Reciprocating Saw Tool Card

Includes:  

Recip Saw Blade (371902)

Optional:

18V Lithium Ion Battery 6.0Ah (BSL1860) (338891)
18V Lithium Ion Universal Rapid Charger (UC18YSL3)
Plastic Carrying Case (371355)

 

Specifications
Volts 18V

Motor Brushless 

CR18DBLP4 18V Lithium Ion Reciprocating Saw (Tool Body Only)

Includes:
Recip Saw Blade (371902)

Optional:

18V Lithium Ion Battery 6.0Ah (BSL1860) (338891)
18V Lithium Ion Universal Rapid Charger (UC18YSL3)
Plastic Carrying Case (371355)

 

http://hitachipowertools.com/docs/default-source/tool_cards/ic133_cr18dblp4-tool-card_v3_10-4-17.pdf?sfvrsn=52cf3866_2
#


Stroke Length 1-17/64" 

Variable Speed Trigger

Stroke Speed- Low 0-1,600 SPM 

Stroke Speed- Medium 0-2,300 SPM 

Stroke Speed- High 0-2,500 SPM 

Stroke Speed- Auto 0-1,600 to 2,500 SPM 

Cut Capability- Mild Steel Pipe 5" 

Cut Capability-Vinyl Chloride Pipe 5" 

Cut Capability-Wood 4-23/32" 

Cut Capability-Mild Steel Plate 3/4" 

Anti-Vibration LVH (Low Vibration Handle)

Constant Speed Control Yes

Blade Change Tool-less 

Shoe Adjustment Tool-less

Tool-less Blade Change Yes

Soft Grip Handle Yes

Battery Power Indicator On-Tool

Battery & Charger Included No

Rafter Hook Yes 

LED Light Yes

Weight (w/out battery) 6.0 lbs
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