
Features:

32.2cc, 1.6 hp commercial grade engine provides excellent cutting performance and reliability
Features PureFire low emission 2-stroke engine technology
Five point anti-vibration system provides maximum comfort to get more done with less fatigue
16" Oregon bar and chain reduces kickback and provides excellent cutting performance
Inertia activated chain break immediately stops chain rotation for improved safety
Outstanding power-to-weight  reduces fatigue resulting in higher productivity
Side access chain tensioner provides for quick and easy chain adjustment
Two bar mounting studs keep the chain at peak cutting efficiency
Purge prime bulb for easy and reliable starts
Comes with Seven-Year Consumer Warranty, Two-Year Commercial Warranty, and One-Year Rental Warranty
Download the CS33EB16 Hang Tag

Includes:

16" Oregon Bar & Chain (assembled)

Bar & Chain Protective Cover

Scrench

Specifications
Engine Type 2-Stroke 
Displacement 32.2 cc
Fuel Tank Capacity 11.8 fl. oz. 
Oil Tank Capacity 8.5 fl. oz.
Bar & Chain 16" Oregon
Optional Bar Length 12", 14"
Pitch 3/8" (low profile) 
Gas/Oil Ratio 50:1 (Hitachi FD Rated) 
CARB Tier III Compliant Yes
Dry Weight 8.6 lbs (Powerhead Only) 

CS33EB16 16" Rear Handle Chain Saw, 32.2cc

Includes:

16" Bar and Oregon® Chain
Bar and Chain Protective Cover
Scrench

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/products-album/31c9a20f-3f36-4f79-81b4-679fb6f0f644.jpeg?sfvrsn=801c4866_7
http://www.hitachipowertools.com/docs/default-source/tool_cards/ope117_hitachi-ope-ht_cs33eb16_mar_11-4-12-11.pdf?sfvrsn=4
#
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